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The BottleJET DualSpin is endowed with amazing print productivity 
and quality for simultaneous printing of 2 tapered/ cylindrical objects. 
The DualSpin has two loading stations allowing for loading of one 
station while the other is printing. Print one, two, three, or four 
different images in one job!

Cylindrical Inkjet Printing — 

Image Size

DualSpin 
BOTTLEJET  

Image Size

*Includes loading, printing, curing, and unloading time

These three pint glasses were printed with identical artwork.  To print an entire 
glass took 0:30 to overprint a layer of white, print the three images and the 
band around the base in CMYK at 1200 x 900 dpi, and add a layer of varnish 
for a total ink cost of $0.12.  

Individual images:
1) Vector design in CMYK at 1200 x 900.  White overprint layer and varnish.
2)  Sample logo design showing gradients and half-varnish, half-matte finish. 
      White overprint.
3)  Photorealistic print taken from a .jpg file. 1200 x 900 dpi.  White overprint   
      layer.

Wrap: white layer, type (both knockout and regular) down to 3 pt.



+1 (802) 362-0844 
Toll free: (800) 272-7764

Fax: (802) 362-0858 

www.epsvt.com 
Email: sales@epsvt.com

or info@epsvt.com

201 Tennis Way, East Dorset, VT 05253
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Features Scan here 
to subscribe to 

our YouTube channel! 

Seamless 360 degree printing

Automatic print head protection system prevents 
accidental exposure to UV light

Automatic ink supply system monitors and controls ink 
levels

Programmable maintenance schedule allows automatic 
purging, wiping, and capping of print heads

2 X 2 operation: stations move in and out of machine for 
continuous printing 

11 ink stations: Primer, C, M Y, K, Lc, Lm, W1, W2, 
Varnish and Flush 

Object diameter Min 40 mm Max 120 mm, length up to 
270 mm

Scan here to 
view video!

Automatic print head protection system
prevents accidental exposure to UV light

Part diameter 40 - 120 mm
length up to 270 mm

Up to 11 Ink stations:
Primer, CMYK, Lc, Lm, W1, W2, and Flush

2x2 operation permits loading one print 
station while the other is printing!


